Name:__________________                        *IUT should bring this sheet to each 4400-block flight*

VT-35 IUT INSTRUMENT PREDICAMENTS


                                                                                          
	PREDICAMENT
	FLIGHT
	DATE
	IP

	GROUND OPS
	
	
	

	Fail to set parking brake while stationary.       
	
	
	

	Over-rotate on takeoff (max 15-deg).   
	
	
	

	Rotate on “go” during touch-n-go ( 99 KIAS or Vr min, whichever is less).                                                                                                                                         
	
	
	

	Discuss throttle quadrant hand positioning during touch and goes.
	
	
	

	Attempt to takeoff without clearance.  
	
	
	

	INSTRUMENT SPECIFIC
	
	
	

	Fail to complete the climb, approach and/or landing checklist.
	
	
	

	Attempt to circle at straight-in minimums.        
	
	
	

	Attempt gear-up pass following a SSE non-precision approach.   
	
	
	

	Attempt to land without clearance / wrong runway.
	
	
	

	Fail to turn on landing lights.
	
	
	

	Weak descent rate after FAF on non-precision approach.  
	
	
	

	Angling final direct to the numbers after field called in sight.  
	
	
	

	Excessive airspeed on SSE missed approach (Vyse + 10 or more.)  
	
	
	

	EMERGENCIES
	
	
	

	Simulate an “actual” malfunction while the IUT is demonstrating a SSE scenario.
	
	
	

	Demonstrate fire warning light and discuss illumination with no secondaries.
	
	
	

	Pull flap control circuit breaker prior to T&G so flaps fail to reset.
	
	
	

	Simulate a generator failure that leads to a fire. 
	
	
	

	Simulate dual inverter failure.  (Inverter “off” max 10 secs unless day VMC!) 
      (Prolonged failure may be simulated with ADI/ HSI covers.)  
	
	
	

	Attempt to use wrong rudder in SSE scenario during an approach.
	
	
	

	
	
	
	

	IUT EXPECTED TO TAKE CONTROLS DURING THESE SCENARIOS
	
	
	

	Exceed assigned level-off altitude or MDA/DH (straight in w/visual clearance).
	
	
	

	Insufficient rudder or lack of power during SSE missed approach.        (Day only)
	
	
	

	Excessive loss of centerline control during a takeoff.                             
	
	
	

	Induce an abort situation during a touch-n-go.                                       (Day Only)
	
	
	

	Excessive airspeed decay during SSE approach (115kts or less).    
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